














Brand Availability

0.96" OLED (128x64 dots, monochrome)

Speci�cation
Storage
Display
Indicator

Engine

Battery  
Battery Charging
Dimensions
Weight
Available color
Sealing Protection
Drop Resistance

Perfectly �t for highly mobile users in warehouse, logistics, retail and production
Bluetooth v2.1 Class 2, HID and SPP mode supported
2D area imager, 1D linear imager or 1D laser scanner (selectable)
Over 10,000 times scan battery life
Robust design with 1.5m drop resistance and IP54 sealing protection 
High contrast rate 0.96" OLED display (*MB300x series)
Synchronization app for mobile devices and PC

MB200 MB300
8MB (over 100,000 scans of 50 bytes barcode)

LED x 1, Beeper x 1, Vibrator x 1

1D Linear Imager: MB200C, 2D: MB200i

1D Linear Imager: MB300C, 2D: MB300i

Lithium-Polymer Battery (3.7V, 500mAh)

via Micro USB

90 x 41 x 23.4mm

70g

Black cover and dark gray bottom cases

IP54

1.5m

N/A

IISO 7810-7813 and JISII

TTL/KBW/RS232/USB

1,000,000 times

Decoding Density T1/T2/T3: 210/75/210 BPI

Capacity T1/T2/T3: 79/40/107 Characters

100-1000mm/sec

Speci�cation
Magnetic Card
Interface
Life Cycle

Tracks T1&T2&T3

Scan Rate

MR300/800 MMR

Magnetic / Barcode Slot Readers /
Pen Scanners

RED LED/ IR

TTL/KBW/RS232/USB

5.9mil/0.15mm

All UPC/EAN/JAN, EAN128 Code

Code 39, Code 128, CODABAR/NW7, Interleave 25

100-1000mm/sec

Speci�cation
Light Source 
Interface
Resolution

Readable Barcodes

Scan Rate

BR300/800 MBR

660nm Red LED

Photo Diode

50-500mm/sec

Contact Type

5mil/0.127mm

Up to 1,500 Lux (direct sunlight)

Speci�cation
Light Source
Sensor
Scan Speed
Depth of Field
Resolution
Ambient Light

Symbologies
1D codes

WD100 WD200 WD300

Brand AvailabilityPocket Scanners

GS1
(DataBar)
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Contact Info.
Taiwan
Champtek Taiwan (Headquarters)
1F, No.4, Alley 2, Shih-Wei Lane, Chung-Cheng Rd.,
Xindian Dist., New Taipei City 231, Taiwan
Tel:+886-2-2219-2385
Fax:+886-2-2219-2387
E-mail: sales@champtek.com
E-mail: marketing@champtek.com

China
Champtek China
Room 2322, No.168, Yude Rd.,
Xuhui District, Shanghai, China
Tel:+86-21-5489-0021
Fax:+86-21-5489-1833
E-mail: sales@champtek.com

Europe
Scantech-ID BV
Heliumweg 34a
3812 RE Amersfoort
The Netherlands
Tel:+31 (0)33 4698 400
Fax:+31 (0)33 4650 615
E-mail: sales@champtek.com

Africa
Champtek South Africa
Panamo House, Building 26, Waterford O�ce Park, 
Waterford Drive, Fourways, Johannesburg, South Africa
Tel:+27 10 220 5360
E-mail: jayk@champtek-group.com, sales@champtek-group.com


